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1.6 Enable use of automated material handling methods and equipment 

1.7 To designate the use of packaging that yields the lowest overall cost to Axcelis with the following 

considerations: 

1.7.1 Minimization of materials, methods of preservation, and documentation  

1.7.2 Accomplishment with optimum amount of automated operations 

1.7.3 Minimum weight and cube 

1.7.4 Use of modular containers  

1.7.5 Utilization of the latest materials, methods, and techniques 

1.7.6 Reuse, recycle or disposal of packaging materials 

 
 

 

2.0
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6.2.2 
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7.6.2 Use foam to control movement, to prevent damage caused by vibration, to protect fragile or 

delicate components, to prevent rupture of barriers and outer containers and to prevent 

abrasion of highly finished surfaces. 

7.6.3 Use cushioning to absorb the energy resulting from impact shock.  Choose foam that 

protects the part by distributing forces over a large area, lowering the stress concentration 

on any one point 

http://en.wikipedia.org/wiki/ISO_3166-1
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APPENDIX B: 

ELECTRO STATIC DISCHARGE (ESD) 

LABELS 

 

 
 

 
 
 

Axcelis Supplier Label Spec 

Label Size approx: 5” x 3” 

 
 

 
 
 
 
 
 
 
 
 

P/N 170017390 / 0634901:  Label, Shipping, Clean Room 
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Sample Bar Code Label is 4”x 2”, Supplier can use any size label as long as it is legible and scannable by a bar code 

scanner 

 

 
 

 

 
APPENDIX C 

SHIPPING CONTAINERS 

 

Shipment 

Mode 

 

Transport Vehicle Type 

Try to Make Package Dimensions Modular to:  

 

Comments 
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³+LJK�&XEH´�,QWHUPRGDO�

Dry Container 

�1RPLQDO���¶��DQG���¶�RQO\ 

���´ 

���´ 

��´ ���´ Available on 

special request 

 

Surface 

Typical North American 

Trucks 

1RPLQDO���¶����¶� ��¶����¶��

��¶� 

Nominal length 

less 8´ 

��´ ���´ Heights XS�WR����´�

are available 

Typical European Trucks 

Nominal 6m, 8m, 12m, 

14m, and 16m 

Nominal length 

OHVV��´ 

��´ ��´ Soft sided is 

typical 

Typical Asian Trucks 

Nominal 3m, 6m, and 9m 

Nominal length 

lHVV��´ 

��´ 

��´ 

��´ 

��´ 

Soft sided is 

typical 
 

 


